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BLUESTiCK® MARINE “POCKET”

MAIN FEATURES

BLUESTiCK Marine “Pocket” offers features similar to the BLUESTiCK Marine but for those on a tight budg-
et.  Marine “Pocket” has the same miniaturized electrostatic condenser microphone as Standard and Marine
BLUESTiCK, and comes with the Schertler STAT-PRE preamplifier.  Powered by a 9-volt battery, the STAT-
PRE has a volume control.  

BLUESTiCK Marine “Pocket” is specially engineered and designed for durability to meet the demands of the
working musician.  As with other Schertler electrostatic and electrodynamic transducers, BLUESTiCK Marine
works best through a full-range amplification system such as the Schertler PUB 2/280 active loudspeaker
(Please see Pages 33-34).  

FREQUENCY RESPONSE 20 to 20 kHz

MAX. OUTPUT +8 dBu

NOMINAL OUTPUT LEVEL 0 dBu

MAX. GAIN 18 dB

MAX. INPUT 0 dBu

SIGNAL TO NOISE RATIO 93 dB

THD <0.06, - 10dBu

INPUT IMPEDANCE 25kΩ

OUTPUT IMPEDANCE 190 Ω

POWER SUPPLY 9V Alkaline battery

WEIGHT 0.16 Kg (0.34 lb)

DIMENSIONS 103x55x25mm (4x2,2x1 in)

0dBu <=> 0.775V

STAT-PRE


